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1 HARVEST AND PLANT STAKES DURING THE

2TO 5 BUDS SCARS SHALL  DORMANT SEASON.

BE ABOVE THE GROUND 2.6 STAKES PER EACH LOCATION ON PLAN.
3. MAKE CLEAN CUTS AND DO NOT DAMAGE STAKES
OR SPLIT ENDS DURING INSTALLATION, USE A PILOT

NATIVE GRASS PLANTING
CUT SLIT IN COIR FABRIC
FOR PLANTING SEE PLAN

" CUT TOP OF STAKE SQUARE ~ NOTES:

TURN UPPER EDGE UNDER
18" AND SECURE AT OUTER

VARIES

i
|

SEE PLAN BAR IN FIRM SOILS. PLASTIC LOCK-TIE OR RUBBER
NG
DIAGONALLY CUT 2x4 4 STAKES EDGE OF COIR FABRIC AN 4. SOAK CUTTINGS FOR 24 HOUR (MIN.) PRIOR TO HOSE TREE TIE (SET LOOSE)
INSTALLATION.
5. TAMP THE SOIL AROUND THE STAKE.
WOODEN STAKE 24" T TRIM BRANCHES CLOSE 6. ONLY NURSERY GROWN STOCK SHALL BE USED, 2" DIAMETER X 8'-0"LENGTH LODGEPOLE
PLANT 80% OF HARVESTING OF WILD PLANTS IS NOT ACCEPTABLE. PINE TREE STAKE
IN%A_F(EELSESIJ:D MIN 2"-3" OF MULCH PER SPECS 1-0"
SILTY SAND CAP 2-3IN. MIN. DIAMETER
TOPSOIL - TYPE VARIES (SEE SHEET C-6) MIN 1/3 HEIGHT
WOOD STAKES -
MAKE ANGLED CUT AT BUTT-END 3"-4" MULCH WATER RING OF TREE (TYP)
COIR EROSION CONTROL FABRIC PLANT BUTT-END DOWN TYPE A TOPSOIL
2 0.C.TYP (SEE SHEET C-6) FINISH GRADE A/
BURIED STAKES B e/
SUBGRADE SECTION (TYP.)
. (5 : g SET ROOT CROWN
SHRUB (TYP.) - SEE REMOVE BURLAP, WIRE & STRING A AT OR 1"ABOVE
FROM TOP 2/3 OF ROOTBALL ——? FINISH GRADE

m COIR INSTALLATION - SHRUB SLOPE PLANTING DETAIL m WILLOW LIVE STAKING DETAIL /\ ~ \ y —

L1/ NOT TO SCALE w NOT TO SCALE TOPSOIL /< \\\///\\\///§ 1-0MIN

2 RS ——L—

UNDISTURBED SUBGRADE (PROVIDES FIRM —/

POLYPROPYLENE ROPE #5 REBAR STAKE (TYP)
THROUGH HOLE IN REBAR STAKE BASE SO THAT ROOTBALL WILL NOT SINK) — 6-0"MIN* OR 2 TIMES ROOTBALL |-—
e
\ 6-0" DIAMETER MULCH AREA CLEAR OF GRASS, WEEDS, ETC.
\ /\ ' TO REDUCE COMPETITION DURING ESTABLISHMENT
— ©

NOTE: DRILL 3/8" DIA. HOLE
THROUGH REBAR AND
THREAD ROPE THROUGH
AT TO AND BOTTOM OF

*WIDTH OF LEVEL AREA MAY BE REDUCED AS DIRECTED BY
ENGINEER FOR PLANTING INSTALLATIONS ON SLOPES.

EXPOSED STAKE.
1/4" POLYPROPYLENE m CONIFER TREE PLANTING
ROPE (TYP) L-1 NOT TO SCALE
1" WIDE X 2' LONG
REFLECTIVE MYLAR

TAPE. TIE TO ROPE
AT MIDPOINT BETWEEN
REBAR STAKES (TYP)

#5 REBAR STAKE
SET MINIMUM 2'

DEEP INTO GROUND

2" MESH CHICKEN
WIRE ALONG SIDES
THAT FORM EXTERIOR

X ANCHOR

ENVIRONMENTAL, L.L.C.
1423 3rd Avenue  Suite 300

OF EXCLOSURE CONTINUOUS OUTER ROW Seattle, WA 98101 (206) 287-9130
AT X FEET ON CENTER.
® o 2/3X FEET SETBACK FROM ClTY OF BELL'NGHAM
EDGE OF PLANTING BED
/51\ ngfg;{cﬁ: GOOSE EXCLOSURE DETAIL WITH TRIANGULAR SPACING OFFICE OF NEIGHBORHOODS
NG INSIDE BED (TYP) & COMMUNITY DEVELOPMENT
EDGE OF PLANTING BED
HOLLY STREET
B&B OR CONTAINERIZED SHRUB (TYP) LAN DF"_L/WHATCOM
) CREEK ESTUARY
/ / ,/ SET ALL PLANTS AT NURSERY LEVEL (TYP) TYPICAL GROUND GOVER RESTORATION
7 PLANTED AT NURSERY LEVEL
s _' T EDGE OF PAVEMENT
| # MIN 2" MULCH 23X
// MIN 2"-3" OF MULCH

FINISH GRADE X RECOMMENDED SPACING
(SEE SHEET L-1)
PLANTING DETAILS
@ ACTUAL PLANT LOCATIONS
FINISH GRADE

~..'l,/,lll 2

\'~ il
4. SHRUB BED SOIL
’ PREPARATION DEPTH (SEE SPECS)

7\ PLANTING PATTERN S DESIGNED _PCH, MPW

w NOT TO SCALE

//\\//K\/K\//K\\\//\

ROOTBALL DEPTH %Y.
2

N

TYPICAL SPACING DRAWN _CVD

A & REMOVE CONTAINER COMPLETELY (PER SHEET L-1) CRP, GEG, EJB
S OR REMOVE BURLAP, WIRE , ,
JRRRa & STRING FROM TOP 2/3 OF ROOTBALL TOPSOIL VARIES (SEE SHEET C-6) CHECKED
ROOTBALL + 1-0"MIN STATE OF SCALE AS NOTED
UNDISTURBED SUBGRADE (PROVIDES SCARIFIED SUBGRADE WASHINGTON
FIRM BASE SO THAT ROOTBALL WILL NOT SINK) LANDSGAPE ARCHITECT DATE FEBRUARY 2004
PETER C. HUMMEL PAGE 1 7 1 9
{5\ SMALL TREE AND SHRUB PLANTING (6 "\ NATIVE GRASS AND GROUNDCOVER PLANTING CERTIFICATE NO. 422 OF
(L1 / noTToscae \&1/ NoTToscALE DRAFT FINAL 100% DESIGN SUBMITTAL SHEET L-2
NOT FOR CONSTRUCTION




